
CALIFORNIA REGIONAL WATER QUALITY CDNTROL OOARD
SAN FRANCISCD BAY REGION

ORDER NO. 87-060

UPDATED REQUIREMENTS FOR:

CITY AND COUNTY OF SAN FRANCISCD
SAN FRANCISCD FORr <XlMMISSION
PIER 70 ClASS III lANDFILL

TIle california Regional water Quality Control Board, San Francisco Bay
Region, (herinafter called the Board), finds that:

1. TIle city and County of San Francisco, San Francisco Port Commission,
(hereinafter called the discharger) submitted a Report of waste
Discharge dated Dece:mber 9, 1970 to obtain waste discharge
requirements for the filling of fonner shipyard slips at Pier 70 in
San Francisco Bay, just east of the intersection of 2200 Street and
Illinois Street near Point Potrero. TIle Board adopted Order No. 71-5
on January 28, 1971 prescribing waste discharge requirements for this
fill operation. TIlis Order is an update of Order No. 71-5 pursuant to
Title 23, Chapter 3, Subchapter 15 of the california Administrative
Code (Subchapter 15).

2. TIle landfill was constructed by disposing debris, dredge spoils, and
clean fill into the bay. No waste that is required to be disposed of
in a Class I or Class II disposal site was to be disposed of at this
landfill. Attachment A is a plan view of the landfill, which is
hereby incorporated as a part of this Order. since the landfill was
constructed by disposing wastes into the bay the groundwater beneath
the landfill is the bay water that infiltrates into the landfill and
saturates the landfill below the elevation of the surrounding bay
water. since this water is in contact with fill material there is a
potential for leachate generation within the landfill. TIlis leachate
could be saturating the surrounding bay sediments at low tide and
seeping into the bay in a manner that would not be visually
noticeable.

3. In a letter dated August 27, 1986 the discharger notified the Board
that analysis of soil sampl.es in the area just north of the old
landfill has shown the presence of up to 10,000 parts per million
(ppm) of total petroleum hydrocarbons at a depth of ten feet. TIle
petroleum hydrocarbons were identified as mainly diesel and motor oil
containing small amounts of volatile compounds like benzene, toluene,
and chlorobenzene. TIle area of contamination is an older bay fill,
from before the filling of Pier 70 occurred, that is also owned by the
discharger. TIle fill area where the contamination was found is not
covered by Order No. 71-5 but is adjacent to the permitted landfill.
TIlis Order also applies to the previously unpermitted landfill where
the oil was found and both fill areas are identified as the Pier 70
landfill.
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